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Der Regler ist werkseitig mit einem geschlossenen Jumper eingestellt

Jumper Batterietyp

Einstellung Jumper offen Flüssige  Elektrolyte

Einstellung Jumper geschlossen GEL ( VRLA Batterie )
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Symptom Display Ursache Abhilfe

Ladungen werden 
nicht geliefert

LED ist an
(rotes LED)

Niedriger  
Batteriestand

Ladung wird fortgesetzt 
wenn die Batterie 
wieder geladen ist.

LED ist an
(rotes LED)

Überstrom/-lastung Alle Verbraucher aus-
schalten

DC Ladungen Kurz-
schluss

Beheben Sie den 
Kurzschluss, der Regler 
schaltet sich automa-
tisch nach 10 Sekun-
den wieder an

LEDs sind an

Batteriespannung zu 

hoch 
( >15.5/31.0 V )

Überprüfen Sie ob 
andere Quellen die Bat-
terie überladen, wenn 
nicht ist der Regler 
defekt

Batteriekabel oder 
Batteriesicherung 
defekt/Batterie hat 
hohen Widerstand

Überprüfen der Bat-
teriekabel, Sicherung 
und Batterie

Batterie ist nach 
kurzer Zeit leer

LED ist an
( rotes LED )

Batterie hat wenig 
Kapazität

Wechseln Sie die 
Batterie

Batterie wird wäh-
rend des Tages 
nicht aufgeladen

LED ist aus 
(rotes LED )

Fehler der Solaran-
lage oder falsche 
Polarität

Entfernen Sie die 
falsche Verbindung / 
Polen Sie um
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Modell CD1215 CD2415

Normal Spannung 12 V 24 V

Batteriewahl Load Battery with 
Liquid electrolyte

GEL Battery Load Battery with 
Liquid electrolyte

GEL Battery

Ausgleichsspannung 14.5 ( 25° ) 14.3 ( 25° ) 29.0 ( 25° ) 28.6 ( 25° )

Zusatzspannung 14.8 ( 25° ) 14.4 ( 25° ) 29.6 ( 25° ) 28.8 ( 25° )

Schwebespannung 13.7 ( 25° ) 13.6 ( 25° ) 27.4 ( 25° ) 27.2 ( 25° )

Niederspannungs- 
trennung

11 V controlled by voltage

Verbraucher 
Rückladespannung

12.8 V 25.6 V

Max. Ladestrom 15A 15A

Max. Ladestrom 15A 15A

Verpolungsschutz für 
DC Ausgang

Fuse 25A

Eingangsstromver-
brauch

<4mA

Temperature Compen-
sation

-4mV/cell*K

Temperaturkompen-
sation

-40~50°C

Geräteschutz IP22

Max. Kabelstärke 16mm2 ( AWG#6 )

Maße 86*68*36mm ( L*W*H )

Nettogewicht 145g
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Jumper Battery Type

Setting jumper open Liquid electrolyte

Setting jumper close GEL ( VRLA battery )
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Error Display Reason Remedy

Loads are 
not supplied

LED is on 
( red LED )

Battery is low Load will reconnect 
as soon as battery 
is recharged

LED is flashing 
( red LED )

Overcurrent / 
load

Switch off all loads

DC loads short 
circuit

Remove the short 
circuit, controller 
will switch on load 
automatically after 
10 seconds

LEDs are on

Battery voltage
too high 
( >15.5/31.0 V )

Check if other sour-
ces overcharge the 
battery. If not cont-
roller is damaged

Battery wires 
or battery fuse 
damaged, battery 
has high resistan-
ce

Check battery wires 
fuses and battery

Battery is emp-
ty after a short 
time

LED is on 
( red LED )

Battery has low 
capacity

Change battery

Battery is not 
being charged 
during the day

LED is off 
( red LED )

Solar array faulty 
or wrong polarity

Remove faulty 
connection / rever-
se polarity
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Model CD1215 CD2415

Nominal Voltage 12 V 24 V

Battery Selection Load Battery with 
Liquid electrolyte

GEL Battery Load Battery with 
Liquid electrolyte

GEL Battery

Equalization Volatage 14.5 ( 25° ) 14.3 ( 25° ) 29.0 ( 25° ) 28.6 ( 25° )

Boost Voltage 14.8 ( 25° ) 14.4 ( 25° ) 29.6 ( 25° ) 28.8 ( 25° )

Float Voltage 13.7 ( 25° ) 13.6 ( 25° ) 27.4 ( 25° ) 27.2 ( 25° )

Low Voltage Dis-
connect

11 V controlled by voltage

Load Reconnect 
Voltage

12.8 V 25.6 V

Max. Charge Current 15A 15A

Max. Load Current 15A 15A

Reverse Connection  
Pro-tection for DC Output

Fuse 25A

Self Current Com-
sumption

<4mA

Temperature Compen-
sation

-4mV/cell*K

Operating Temperature -40~50°C

Case Protection IP22

Max. Wire Size 16mm2 ( AWG#6 )

Dimension 86*68*36mm ( L*W*H )

N.W. 145g
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